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Introduction 
According to the sealing performance, pneumatic butterfly valve can be divided into metal seal and 

soft seal type. Advantages pneumatic butterfly valve over other type valves may include:compact 

structure, miniature size, long servise life, good sealing performance, easy maintenance, 

quick detachable and installation。

Pneumatic Actuator 

Air to open, air to close, air supply failure to keep the current position 

Air to open, interrupt air to close, air failure to close 

Air to close, interrupt air to open, air failure to open 

Reversing solenoid valve, limit switch box, air filter reducing valve, positioner, 
handle manual, lock up valve 

Technical Parameters 

I 
Va|vecomponents | I 

Body 
I 

三

DN50-DN600 

SS, Cl, Ductile Iron, WCB 

Flange 

<1.6MPa 

Midline Structure/ A-type 

NBR, EPDM, VITON, PTFE 

Stainless Steel 

Stainless Steel 

Control of Water, Air, Gas, 
创 ， 匕quid, Steam 

Qutine Size drawing UNIT: mm 

圆圈圈圆圈国圈国圈圈圈
2-1/2" 3" 4" 5" 6" 8" 10" 12" 14" 16" 20" 

52 7 64.4 83 104 2 123.3 157 202.5 250 5 301 6 333.3 389.6 491 6 

165 185 200 220 250 285 340 395 445 505 565 670 

125 145 160 180 210 240 295 355 410 470 525 620 

99 118 132 156 184 211 266 319 370 429 480 582 

108 112 114 127 140 140 150 165 185 195 216 229 

207 224 255 290 325 386 460 510 565 632 759 
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Maintenance 
• Tightening the seal between the valve and the actuator.

Remove the four bolts underneath the actuator. Separate the actuator from the valve.

Tighten the nut on the top of the valve body

Place the actuator back on the valve and screw everything back into place.

• Tightening the seals between the valve and the inleUoutlet ports:

Remove the torque bolts and check for any debris or damage to the gaskets.

Use a torque wrench or other consistent method of tightening the torque bolts to reconnect the

inlet and outlet ports.
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